IULTCS- FASTNESSTEST METHODS

1U No. Method name SO No. EN No.
IUF 105 | Numbering code for fastness tests
IUF 120 General principles of colour fastness testing of leather *1SO 105-A01 *EN 1SO 105-A01
IUF 131 | Grey scdefor assessing changein colour *|SO 105-A02 *EN 1SO 105-A02
IUF 132 | Grey scalefor assessing staining *|SO 105-A03 *EN 1SO 105-A03
IUF 151 Preparation of storable standard chrome grain leather for dyeing - -
IUF 201 | Approximate determination of the solubility of Ieather dyes - -
IUF 202 | Fastnessto acid of dye solutions - -
IUF 203 | Stability to acid of dye solutions - -
IUF 205 Stahility to hardness of dye solutions - -
IUF 401 | Colour fastness of leather to light: Daylight *|SO 105-B01 *EN 1SO 105-B01
IUF 402 Colour fastness of leather to light: Xenon lamp *1S0O 105-B02 *EN 1SO 105-B02
IUE 412 Ia_gegtnr;er — Fastnesstests - Change of colour with accel erated 1SO FDIS 17228 prEN 1SO 17228
IUF 420 | Colour fastness of leather to water spotting SO 15700:1998 EN SO 15700
IUF 421 | Colour fastness of leather to water SO 11642:1998 EN SO 11642
IUF 423 | Leather — Fastnesstests—Mild washing 1SO 15703:1998 EN 1SO 15703
SZL::): CANCELLED - Fastness to formaldehyde
IUF 426 | Colour fastness of leather to perspiration SO 11641:1993 EN SO 11641
|UE 434 Leather —.Fastnes.stests—Colour fastness of small samplesto 1SO 11643:1993 EN I1SO 11643
dry -cleaning solutions
IUF 435 | Leather — Fastness tests —Machine washing SO 15702:1998 EN SO 15702
IUF 441 | Colour fastnessin respect of staining raw crepe rubber
IUF 442 grﬁloc#c; E1}‘)astness in respect of staining plasticised poly(vinyl 1SO 15701:1998 EN 1SO 15701
IUF 450 | Colour fastness of leather to rubbing SO 11640:1993 EN SO 11640
|UE 452 Leather — Tests for colour fastness - Colour fastness to 1SO EDIS 20433 _
crocking
IUF 454 Fastness to buffing of dyed leather - -
IUF 458 | Colour fastness of leather to ironing - -
IUF 470 L eather — Test for adhesion of finish 1SO 11644:1998 EN1SO 11






